


Standards
IEEE 802.11n, IEEE 802.11g, IEEE 802.11b;

IEEE 802.3, IEEE 802.3u;

Interface 1*10/100M LAN Port (Auto MDI/MDIX)

Antenna 2* 5dBi fixed omni-directional antennas

Button 1* Reset

Power
Input: 100-240V～50/60Hz  0.3A;

Output: DC 9V==600mA

Dimensions (L*W*H)mm 133mm*87mm*24.76mm

LED SYS

Wireless Speed Up to 300Mbps

Frequency 2.4GHZ

Basic Features

Wireless Radio: Enable/Disable;

SSID Broadcast: Enable/Disable;

Channel: 1-11

Security

Wireless Security: Enable/Disable;

64-/128- bit WEP,

WPA-PSK, WPA2-PSK;

Wireless Access Control (Wireless MAC filter);

Operating Mode
Wireless AP Mode

WDS

Package Contents
A30

Power Adapter

Temperature
Operating Temperature: 0℃ ~ 40℃;

Storage Temperature: -40℃ ~ 70℃.

Humidity
Operating Humidity:10% ~ 90% RH non-condensing;

Storage Humidity: 5% ~ 90%RH non-condensing.

Factory Default Settings IP Address: 192.168.0.254

Certificates FCC, CE

Hardware Features

Wireless Features

Others
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