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C8
Waterproof Outdoor

IP Camera

Features
* 1080P Video * IP66 Waterproof

* Two-Way Audio * Night Vision

* Motion alarm * Cloud Storage

Designed for All Weather
The IP66-certified C8 is a reliable and durable camera that can protect you in all types of weather:
rain, sunshine or even snow.

Motion Detection & Notification/Image Push
When detecting motions, the camera automatically triggers alert and takes a snapshot.
Notification Push: the information of the alert can be pushed to you on the phone as soon as the
alert is triggered.
Image Push: the snapshot of the alert can be sent to your phone so that you can see the details.

SD/TF Card Storage and Cloud storage Service
The recorded video can be stored in the SD/TF card, which can be plugged in the external TF card
slot. C8 allows a maximum of 128GB TF card storage. And a 128GB card can save the video for
about 400 hours.



ALL For Better Networking

C8|Waterproof Outdoor IP Camera

We offer 7-day-long cloud service, everyone can enjoy the cloud storage service for free, after
that you can choose to pay for the service with a low cost.

Easy to Set up
No matter you are a tech-savvy enthusiast or a newbie, You can connect the camera to the
Internet effortlessly in 30 seconds, and place it just about anywhere in your home.

Specification
Image Sensor

1/3” 2MP CMOS sensor

Lens,f=3.6mm F=1.4 Angle of view: D=120°

15-meter night vision

Minimum illunimation: 0 lux with IR-LEDs on

Zoom： digital 8x

Video Compression

H.264/MJPEG format simultaneous compression

H.264 multicast streaming

JPEG for still images

Video Resolution

1920*1080

Interface

10/100 BASE-TX Fast Ethernet(optional)

Micro SD Slot(Up to 128GB)

Micro USB
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Wireless Standards

IEEE 802.11b/g/n,2.4G,150Mbps

Physical

Dimensions: 75*65*165mm

Net Weight : 0.307kg

IP Grade：IP66

Power Input: 12V DC, 1A

Operating temperature: -10°C ~ 50°C

Operating Humidity: 10% to 80% non-condensing


