Tenda

Quick Installation Guide

8FE+1GE Desktop Switch With 8-Port PoE
Model: TEF1109TP-8-102W

1. Installing the switch

2. Connecting your devices

Specifications

Select one mounting method as required.

Option A. Desktop mounting
Put the switch on a stable and flat desktop.

Option B. Wall mounting

Step 1: Drill two holes in the wall in a horizontal distance of 113.5 mm. Knock sleeve
anchors (self-preparation) into the holes using a rubber hammer, until the sleeve
anchor is level with the wall. Then tighten two screws (self-preparation) into the sleeve
anchors using a screwdriver, and keep the screw heads outside the wall at least 2.3
mm, to ensure that the switch can be hung on the screws firmly.
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Model TEF1109TP-8-102W
Standards IEEE 802.3, IEEE 802.3u, IEEE 802.3ab, IEEE 802.3af, IEEE 802.3at,
10/100Mbps RJ45 port 8

Working mode VLAN Off, VLAN On

Switching capacity 3.6 Gbps

Store-and-forward Supported

MAC address learning Auto learning & auto aging

MAC address table 2K

PoE standard IEEE 802.3af, IEEE 802.3at

Deutsch
LED-Anzeige Status Beschreibung
Leuchtet |Das Gerat ist korrekt an eine Stromversorgung angeschlossen.
PWR Aus Der Switch ist von der Stromversorgung getrennt oder nicht
ordnungsgemal angeschlossen.
Leuchtet |Der Port ist korrekt verbunden.
Link/Act Blinkt Die Daten werden Gber den Port (ibertragen.
Aus Der Port ist nicht verbunden oder falsch angeschlossen.

Einfihrung in die Betriebsmodi

Der PoE-Switch hat zwei Modi: VLAN Off und VLAN On. Schalten Sie den PoE-Switch
Uber den Schieberegler in den gewiinschten Modus. Wahlen Sie den Modus gemaB der
nachfolgenden Beschreibungen aus.

VLAN Off: Ist der Standardmodus des PoE-Switches. In diesem Modus kénnen alle Ports
des Switches untereinander kommunizieren.

VLAN On: In diesem Modus kénnen die Ports 1 bis 8 des TEF1109TP-8-102W mit dem
Port 9 kommunizieren aber nicht untereinander. Verwenden Sie diesen Modus, um

o PoE port 1-8 Broadcast-Storm zu reduzieren oder den DHCP-Broadcast zu isolieren.
Maximum output of a Bbomrra pcKHu
o 113.5mm——je PoE power single port 30w
> [N supply gep LED uHaukaTtop Cratyc Onucanuve
B B — Maximum output of the
switch 92w Be3s npekbcBaHe |MpeBK/IHOUBATENAT @ CBbP3aH MPaBWIHO C eleKTpo3axpaHBaHeTo.
&‘\% %‘ PoE d devi @Tips PoE bl 8 I f 1,2,4,5i d 3,6,78i PWR n
pmmmmmmmnmnes oE-powered devices = _ L ) . oF power cable core cores: voltage of cores 1, 2,4, 5 is +, and cores 3, 6, 7, 8 is -. eKbCBaYBLT € U3K/IKOUEH OT 3aXPaHBaHETO U/ He e CBbp3aH
JAR\ © i P « All ports of your switch support the auto MDI/MDIX function, indicating that either straight cable or crossover P 9 Wskntoden (Off) ngagwmo ¢ Hero. P P
: cable is acceptable to connect your switch to Ethernet devices. Port 6 kV (for port 9)
Step 2: Align the slots of the switch to the screw heads, and slip the switch to make it Computer %:‘ * To protect the switch from overload, PoE ports of your switch are assigned with power supply priorities, [Lightning Bes npexncaane | MopTeT € cBbP3aH NpaswHo.
fixed 0 th firml ! : r./" & and the priorities decrease as the port number increases. When the total power consumption of the protection Power supply Cgmmon.mode,4kv Link/Act Murauy [laHHWTe ce npeaasaT npes nopra
Ixed on the screws Tirmly. PoE-powered devices exceeds 92 W, the switch starts cutting the power supply from the port with the Differential mode: 4 kV
! IP camera lowest priority, until the total consumption does not exceed 92 W. . . Temperature: (0 - 40) °C Mskntouen (Off) [MopTsT e NpekbCHAT UM HEMPaBUAHO CBBP3aH.
L ) ® To protect your switch from lightning damage, connect the grounding terminal to a grounding cable. . Operating environment Humidity: (10% - 90%) RH non-condensing
Environment N B'bBeAeH ume B pa60'r|-|vm peXxnum
Storage environment Temperature: (-40 - 70) °C .
_ ‘ = Working mode introduction 9 Humidity: (5% - 90%) RH, non-condensing MpeBkatouBaTensT 3a 3axpaHeaHe no Ethernet (PoE) nma gBa Eexmma. VLAN Off
LED Indicator |Status Description ) ) (VLAN u3kntoyeHo) n VLAN On (VLAN BkatoyeHo). MI3nonssante cTpaHUUHNA
PaCkage contents soiid on The switch is connected 1o 8 power suoolv brove] The PoE switch has two modes': VLAN Offgnd VLAN On.You'can use the Worl_(mg Power supply Input: 1'007240VAC 50/60 Hz, 1.6 A NPeBKtOUBATEN, 33 43 HACTPOWTE NPEBKIOUBATENs 3a 3axpaHBaHe o Ethernet
P PPl properly. mode toggle to set the PoE switch to required mode according to the following Output: 51VDC2 A (POE) B M3MCKBaHIA PEXVMIM CIOPEA CIEHNTE OMMCAHNA,
e Switch * 1 PWR Off The switch is disconnected from a power supply or not descriptions. Dimension 177.5 mm * 104.1 mm * 26 mm VLAN Off: Pexxvm no nogpasbupaHe Ha NpeBkItoYBaTeNsA 3@ 3aXpaHBaHe no
e Power adapter * 1 properly connected to a power supply. VLAN Off: Default mode of the PoE switch. In this mode, all ports can communicate Ethernet (POE). B TO311 pexkuM BCUUKM MOPTOBE MOTaT Aa KOMYHWUKPAT €41H C Apyr.
® Quick installation guide * 1 Solidon  |The port is connected properly. with each other. Transmission media Ethernet: CAT3 UTP/STP cable or better VLAN On: B To31 pexwum noptose ot 1 go 8 ot TEF1109TP-8-102W morar aa
VLAN On: In this mode, ports 1to 8 of TEF1109TP-8-102W can communicate with Fast Ethernet: CATS UTP/STP cable or better KOMYHWKMPAT € NopT 9, HO He MOraT 4a KOMYHUKMPaT eAunH ¢ Apyr. Moxerte sa
If any item is missing, damaged or incorrect, please keep the original Note: For safety, do not face the air vents of the switch down. Link/Act Blinking Data is being transmitted over the port. M3MoA3BaTe TO3U PeXMM, 3a Ja HamanuTe 6pogkacT bypsaTa v ga usonupare
packaging and contact the local reseller or distributor immediately. Off The port is disconnected or improperly connected. nsnbuBaHeTo Ha DHCP.
Italiano Portugués Francais Espafiol c E
Indicatore LED Stato Descrizione Indicador LED Estado Descricao Indicateur LED Statut Description Indicador LED Estado Descripcion
Solide en Le dispositif est branché correctement a |'alimentation. Encendido |El dispositivo est4 conectado a la fuente de alimentacion CE Mark Warning
PWR PWR PWR 5 5 . . This is a Class A duct. In a d ti i t, thi duct dio interf i NOMBRE DEL PRODUCTO:
Spento L'interruttore & scollegato dall'alimentazione o non Off (Desligado) |O interruptor é desligado da fonte de alimentagdo ou ndo Eteint Le commutateur est déconnecté de la source d'alimentation PWR s 15 a tlass A product. In a domestic environment, this product may cause radio interterence, in Producto Switch de Escritorio de 8 puertos PoE 8FE+1GE
ou n'est pas connecté a une source d'alimentation. Apagado | El switch esta desconectado de una fuente de alimentacién o no which case the user may be required to take adequate measures.
Sélido ativado | A porta esta ligada corretamente. Solide en Le port est correctement connecté The mains plug is used as disconnect device; the disconnect device shall remain readily operable. K -
) i . . . ; - . P . NOTE: (1) The manufacturer is not responsible for any radio or TV interference caused by Al!mentad.olr de Energia: o
Link/Act Accensione I dati vengono trasmessi attraverso la porta. Link/Act A piscar Os dados estdo a ser transmitidos pela porta. Link/Act Clignotant Les données sont transmises a travers le port. Link/Act unauthorized modifications to this equipment. (2) To avoid unnecessary radiation interference, it is Alimentacion: 100 - 240 V ca 50/60 Hz, 1.6 A N 0 M < =L §
Spento La porta € scollegata o collegata in modo non corretto. Off (Desligado) |A porta esta desconectada ou indevidamente conectada. Eteint Le port est déconnecté ou n'est pas correctement connecté. recommended to use a shielded RJ45 cable. NYCE

Introduzione modalita di lavoro

Lo switch PoE presenta due modalita: VLAN Off, e VLAN On. Utilizzare I'interruttore
scorrevole per regolare l'interruttore PoE nella modalita richiesta secondo le seguenti
indicazioni.

VLAN Off: Modalita predefinita dell'interruttore PoE. In questa modalita tutte le porte
dello switch possono comunicare tra loro.

VLAN On: In questa modalita, le porte 1-8 del TEF1109TP-8-102W possono comunicare
con la porta 9 ma non tra di loro. Si puo utilizzare questa modalita per ridurre il
broadcast storm e isolare la trasmissione DHCP.

Introducao ao Modo de Trabalho

O interruptor PoE tem dois modos: VLAN Off e VLAN On. Use o controlo deslizante
para definir o interruptor PoE para o modo necessario de acordo com as seguintes
descricoes.

VLAN Off: Modo padréo do interruptor PoE. Neste modo, todas as portas do switch
podem se comunicar entre si.

VLAN On: Neste modo, as portas 1 a 8 do TEF1109TP-8-102W podem comunicar com a
porta 9 mas ndo podem comunicar entre si. Pode utilizar este modo para reduzir os

Introduction du mode de fonctionnement

Le commutateur PoE a deux modes: VLAN Off, et VLAN On. Utilisez la glissiere pour
régler le commutateur PoE au mode requis selon les descriptions suivantes.

VLAN Off: Mode par défaut du commutateur PoE. Dans ce mode, tous les ports du
commutateur pourraient communiquer entre eux.

VLAN On: Dans ce mode, les ports 1 a 8 de TEF1109TP-8-102W peuvent communiquer
avec le port 9 mais pas entre eux. Vous pouvez activer ce mode pour réduire la diffusion
et isoler la diffusion DHCP.

Introduccién al Modo Trabajo

El switch PoE dispone de dos modos: VLAN Off y VLAN On. Use el interruptor para
establecer el switch PoE en el modo deseado de acuerdo con las descripciones
siguientes.

VLAN Off: modo predeterminado del switch PoE. En este modo, todos los puertos del
conmutador pueden comunicarse entre si.

VLAN On: En este modo, los puertos 1 a 8 del TEF1109TP-8-102W pueden comunicarse

con el puerto 9 pero no pueden comunicarse entre si. Puede usar este modo para

Pycckuit Magyar Romana Polski
s::::(p;:zgubm Cratyc AT LED visszajelzé Statusz Leiras Indicator LED Stare Descriere Kontrolka LED Stan Opis
4sziilé iaellata Rémane aprins | Dispozitivul este conectat corect la sursa de alimentare. i wi iej i 716 ilani
TOPUT MOCTORHHO | KOMMYTATOP MOAKTKOUEH K UCTOUHMKY MMTAHIS. Folyamatosan |A késziilék helyesen van az energiaellatashoz csatlakoztatva. WR P P! R Ciggte swiatto |Urzadzenie jest prawidtowo podtgczone do zrodta zasilania.
PWR L L. L .
PWR He roput KomMyTaTop OTK/ItOUEH OT UCTOUHMKA NUTaHNA UK K A Valto nincs, vagy nem megfeleléen van csatlakoztatva a Oprit Switch-ul este deconectat de la sursa de alimentare sau nu Wytaczone Urzadzenie jest odtaczone od zrodta zasilania lub nie zostato
P MOAK/MOYEH K HEMY HEMpaBWU/IbHO. ! tapegységhez. do niego poprawnie podtaczone.
TOPUT NOCTORHHO | MOPT NOAKIOUEH NPABUALHO Réamane aprins | Portul corespunzator este conectat corect. Ciagte éwiatto |Gniazdo iest pok i
P P P : Folyamatosan |Az egyezé port helyesen van csatlakoztatva. - 1agre swiatto | Gniazdo jest potaczone poprawnie.
Link/Act Muraer H1epes NOPT OCYLYECTBIACTCA NEPEAIa AGHHbIX. Link/Act Link/Act !.lltmlngfzat Datele sunt transmise prin port. Link/Act Miganie Port obstuguje przesytanie danych
Villog Adatatvitel van folyamatban a porton keresztul. intermiten :
He ropur TMopT He MOAKIOUEH UM MOAK/NOUEH HENPaBUILHO. Ki A port nincs, vagy nem megfeleléen van csatlakoztatva. Oprit Portul este deconectat sau nu este conectat corect. Wytaczone Port jest odtgczony lub niepoprawnie podtaczony.

0630p pe>kumMoB paboTbl

Y kommyTaTopa ¢ PoE ectb gBa pexxuma: VLAN Off n VLAN On. Vicnonb3ayite
nepekaro4atesnb AN nepesoga kKoMmyTatopa ¢ POE B Hy>XXHbIV pexum,
Bbl6paHHbIN Ha OCHOBE OMMCaHUA.

VLAN Off: Pexxkum no ymonuaHuto kommytaTtopa ¢ PoE. B 3tom pexxume Bce
NopTbl MOTYT MOAKOUATLCA APYT K APYTY U UMEOT OAMHaKOBbIV MPUOPUTET.
VLAN On: B 3Tom pexume noptsbl 1-8 yctponcraa TEF1109TP-8-102W moryT
noAKAtoYaTbCA K MOPTy 9, HO He MOTYT MOAKAKOYATLCA APYT K Apyry. B aToT
PEXMM MOXHO MepenTn, YTobbl yMeHbLUUTL broadcast WTopm 1 n3onmposatb
DHCP broadcast.

Bevezetés: izemmodok

A PoE kapcsold két izemmaoddal rendelkezik: VLAN Off (VLAN kikapcsolva) és VLAN
On (VLAN bekapcsolva). A cstszékapcsoléval allitsa a PoE kapcsolét a kivant
tizemmodba az aldbbi leirdsok szerint.

VLAN Off: A PoE kapcsol6 alapértelmezett izemmodja. Ebben a médban a vélté
Osszes portja tud kommunikalni egymassal.

VLAN On: Ebben az tizemmodban a TEF1109TP-8-102W 1-8-es portja képes
kommunikalni az 9-6s porttal, de nem képesek kommunikalni egymassal. Ezzel az
tizemmoddal csokkentheti a szérasi viharokat, és elkilonitheti a DHCP-szorast.

Prezentarea modurilor de lucru

Switch-ul PoE are doud moduri: VLAN Off si VLAN On. Setati switch-ul PoE in modul
dorit din comutator, conform urmatoarelor descrieri.

VLAN Off: Modul implicit al switch-ului PoE. in acest mod, toate porturile pot
comunica intre ele.

VLAN On: fn acest mod, porturile 1-8 ale TEF1109TP-8-102W pot comunica cu portul 9
dar nu pot comunica intre ele. Puteti utiliza acest mod pentru a reduce broadcast
storm si pentru a izola DHCP broadcast.

Wprowadzenie do tryboéw pracy

Switch PoE moze dziata¢ w dwoch trybach: VLAN Off. i VLAN On. Za pomoca
przetacznika wigcz w switchu PoE wymagany tryb pracy. Opisy trybdw znajduja sie
ponizej.

VLAN Off: Tryb domyslny switcha PoE. W tym trybie wszystkie porty switcha moga sie ze

soba komunikowac.

VLAN On: W tym trybie porty od 1 do 8 urzadzenia TEF1109TP-8-102W moga
komunikowac sie z portem 9, ale nie ze soba nawzajem. Dzieki temu trybowi mozna
zmniejszy¢ liczbe burz broadcastowych i odizolowa¢ rozgtaszanie DHCP.
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FCC Statement

This equipment has been tested and found to comply with the limits for a Class A digital device,
pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable protection
against harmful interference when the equipment is operated in a commercial environment. This
equipment generates, uses, and can radiate radio frequency energy and, if not installed and used in
accordance with the instruction manual, may cause harmful interference to radio communications.
Operation of this equipment in a residential area is likely to cause harmful interference in which case
the user will be required to correct the interference at his own expense.

Operation is subject to the following two conditions: (1) this device may not cause harmful
interference, and (2) this device must accept any interference received, including interference that
may cause undesired operation.

Caution!

Any changes or modifications not expressly approved by the party responsible for compliance could
void the user's authority to operate the equipment.

NOTE: (1) The manufacturer is not responsible for any radio or TV interference caused by
unauthorized modifications to this equipment. (2) To avoid unnecessary radiation interference, it is
ﬁnmended to use a shielded RJ45 cable.

RECYCLING
This product bears the selective sorting symbol for Waste electrical and electronic equipment (WEEE).
This means that this product must be handled pursuant to European directive 2012/19/EU in order to
be recycled or dismantled to minimize its impact on the environment.

A QE Caution:

Adapter Model: BN038-A10151
Manufacture: SHENZHEN HEWEISHUN NETWORK TECHNOLOGY CO., LTD.
Input: 100 - 240 V AC 50/60 Hz, 1.6 A
Output: 51V" 2A
: DC Voltage

PAIS DE ORIGEN: CHINA

LA OPERACION DE ESTE DISPOSITIVO ESTA SUJETA A LAS SIGUIENTES CONDICIONES:

a) Es posible que este equipo o dispositivo no cause interferencia perjudicial.

b) Este equipo o dispositivo debe aceptar cualquier tipo de interferencia, incluyendo la que
pueda causar su operacién no deseada.

EAL

Copyright

Copyright © 2019 Shenzhen Tenda Technology Co., Ltd. All rights reserved.

Tenda is a registered trademark legally held by Shenzhen Tenda Technology Co., Ltd.

Other brand and product names mentioned herein are trademarks or registered trademarks
of their respective holders. Specifications are subject to change without notice.

Technical Support

Shenzhen Tenda Technology Co., Ltd.

6-8 Floor, Tower E3, NO.1001, Zhongshanyuan Road, Nanshan District, Shenzhen, China. 518052
Canada hotline: 1-888-998-8966

Toll free: Mon to Fri, 9am to 6pm PST

Hong Kong hotline: 00852-81931998

Global hotline: +86 755-2765 7180 (China time zone)

Website: http://www.tendacn.com

E-mail: support@tenda.com.cn




