


S tandards IEEE 802 .11b/g/n

Interface US B 2 .0

A ntenna 2dBi fixed antenna* 1 (internal PCB) Fre quency : 2 .4G Hz

B utton None

D im ensio ns (L *W *H) 21m m × 15m m × 7 .7m m

LED 1* L ink/Act

W ireless Spe ed Up to 150M bps over 11n

Frequency 2.4 GH z

Channel 1~ 13

T ransmit  Powe r 18dBm  (M ax)

O pe rat ing M ode Infrastructure Ad-H oc

S ecurity
64-/128-bit  W EP W PA-PSK , WPA2-PS K, W PA-PSK/W PA2-PS K

WPS

Com patible O S
     

     

Window s 2000 , W ind ows 2003, W indows X P 32-/64-bit ,

Window s 7 32-/64-bit, L inux 2.2X /2 .4X/2.6X , M AC O S

O the rs         IPv6 Supported

Package  Conte nts
W311M I

Installat io n CD

T emp erature
O p e rat ing  Te m p e rature : 0℃  ~  45℃ ;

Sto rag e  Te m p e rature : -40℃  ~  70℃ .

H umidity
Ope rat ing Hum ility :10% ~  90%  RH No n-condensing

Sto rage  Hum ility:3%  ~ 90%  R H N on-c ondensing

R elated  Products W311R, W 316R, W 311M

Cert ificat ion CE FCC  R oHS

H ard w are Fea tures

W irele ss Featu re s

So ftw are Fe atures

O th ers
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